
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

 

 

 

GQ-PG-AKIT 

Precision Gauge Adapter Kit 

 

Used to confirm that pressure 
indicators on an SF6 breaker are 
accurate anytime gas is moved in or 
out of the equipment. Utilizes the 
GasQuip PT5 high accuracy 
manometer for precise pressure and 
temperature readings.  

Items included: 

• DN8 Manifold Hose 
• PT5 Precision Digital 

Manometer 
• DN20 Female to DN8 Male 

Adapter 
• Power Cord 
• Instructions 
• Certificate of Calibration 

 

CUSTOM FIRMWARE 

Our customer software changes units automatically 
from PSI to mmHg when a transitioning from positive 
pressure to a vacuum. All units customizable.  

HIGH ACCURACY MEETS REGULATIONS 

With a full-scale accuracy of ±0.05, the PT5 gauge far 
exceeds any current requirements for SF6 regulations.  

RUGGED AND FIELD READY 

Water-tight stainless-steel housing and rubber bumper 
case to protect the outside. No cheap plastic 
components that will break over time.  



 

 

 

General 

Device Dimensions 19.2 x 12.8 x 6.9” 

Power Supply Micro USB 

Pressure Ranges -1…1 to 0…1000 bar 

Accuracy ±0.05 %FS 

Weight 10 lbs 

Adapters Material Brass & Aluminum 

  

  

Shipping Information 

Package Contents GQ-PG-AKIT 

Battery Type Li-Ion 

Accessories 

Various Adapter Fittings Upon Request 

SPECIFICATIONS 

CORPORATE 
HEADQUARTERS 
GasQuip LLC 
11400 Suite 404 
College Station, TX 77845 
USA 

gasquip.com 
 
Equipment described herein is subject to US 
export regulations and may require a license 
prior to export. Diversion contrary to US law 
is prohibited. Imagery for illustration 
purposes only. Specifications are subject to 
change without notice. ©2023 GASQUIP 
LLC Systems, Inc. All rights reserved. 02/23 


